Tecle Cadena Manual 5 Tons
Antiexplosion ATEX made in
Japan

Caracteristicas Esenciales

¢ 3 Afos de Garantia, Servicio y Atencidn al Cliente en Mexico

Especificaciones Técnicas

Prueba de Carga 125% [Rated Load / Capacidad Normas ASME B30.16 / B30.17 / ATEX
Nominal] Directive
Garantia 3 Year
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FICATIONS - PWEX H100 SPARK RESISTANT SERIES, HOOK MOUNT

. i Load Chain Hand Chain
Model | working | working (Standard| Manufacturer's | Headroom | SIS | MR Wondng (o1, x piteh] No. of [pia, X pitch| Waight
load (Ibs) | load (mt) Trolley Load (Ibf) (mm) Falls (mm) (lbs)
PWEX-H100-05 1100 0.5 10 10.83 7 59.5 5x15 22
PWEX-H100-1 | 2200 1.0 10 150% x Max. 1.81 12.5 69.5 6.3x19 1 27
PWEX-H1002 | 4400 2.0 10 working load 14.77 15.8 88.2 8x24 46
PWEX-H100-3 | 6800 31 10 20.87 20.5 104.7 71x 21 5x23.5 53
PWEX-H100-5 | 11000 5.0 10 125% x Max. 241 24.8 105.8 9x27 2 87
PWEX-H100-10| 22000 10.0 10 working load 30.52 314 15.7 9x27 4 182
DIMENSIONS (IN.) - PWEX H100 SPARK RESISTANT SERIES, HOOK MOUNT
Capacity (Ibs) A B (o D E F G H
1100 5.5 6.1 23 13 1 1.4 2.7 10.83
2200 6.3 6.3 2.5 1.4 1.2 1.7 3.5 1.81
4400 8.5 7.2 2.6 1.6 15 21 4.5 14.77
6800 9.1 6.6 4.4 25 1.8 2.4 55 20.87
11000 11 7.5 6.6 31 21 2.8 6.4 24.61
22000 15.2 75 1.8 3.9 2.8 3.4 9 30.52

Detalles del Empaque

H Altura Muerta

J Boca Gancho
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612 mm [24.10 in]

53 mm[2.1in]
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